BIDDER’S RESPONSE FORM


-

NJPA National Transit Bus Solicitation 

Specification For: ADA Minivan

SPECIAL NOTE: Bidders should request exceptions, approved equals and/or document any deviations from the specifications.  A copy of Form CER 6 located in Appendix 6 will be submitted with each bus bid regardless if it is an FTA bus or not.

If your bid is for a vehicle that does not appear in the line item listing, the vehicle specifications and any supporting data (i.e. Test, Performance etc.) Preferably the data is from an independent source.

SCOPE:  This specification covers a(n)      .

VENDOR INFORMATION: The       offered shall be equal with the detailed requirements listed below (unless otherwise noted.)  Bidders are to indicate exactly what they are offering in each one of the following blanks in the “Bidder’s Response” column.  If this is not done or is incomplete, YOUR BID WILL NOT BE CONSIDERED FOR AWARD until you furnish all of the information.  DO NOT USE “COMPLY”, “YES”, “OK”, “SAME”, an “X”, a “V”, a “CHECKMARK”, or a “DITTO” MARK, UNLESS BIDDING EXACTLY AS STATED.
SUPPORTING DATA:  Bidders must furnish catalog pages, specification sheets, or similar data to support statements made in the BIDDER’S RESPONSE column.  Failure to furnish required date MAY BE CONSIDERED AS CAUSE FOR REJECTION OF BID.
BASIC REQUIREMENTS

	SPECIFICATIONS

Manufacturer:

Model:

Part #:

OR

APPROVED EQUAL
	Bidder’s Response (Equal to Requirement):

	
	Manufacturer:
	

	
	Brand:
	

	
	Model:
	

	
	

	ADA ACCESSIBLE MINI-VAN
	

	The vehicle shall be an ADA accessible mini-van, 6 pass-
	

	enger, equipped as advertised by the manufacturer, to  
	

	meet or exceed the following minimum specifications:
	

	
	

	The following shall indicate minimum requirements.
	

	All parts, accessories, equipment, and safety features 
	

	considered standard, whether mentioned or not, shall be 
	

	considered as required.  The bidder and/or vehicle shall 
	

	comply with all applicable Federal Motor Vehicle Safety and 
	

	Environmental Standards (FMVSS), Americans with 
	

	Disabilities Act (ADA),Buy America, Disadvantaged 
	

	Business Enterprise (DBE),Lobbying, Debarment, and FTA 
	

	Master Agreement , and Bid Specifications.
	

	
	

	BIDDERS SHALL PROVIDE A POINT TO POINT 
	

	RESPONSE TO THE FOLLOWING SPECIFICATIONS.
	

	
	

	BASIC VEHICLE:
	

	Passenger seating capacity for each vehicle shall be con-
	

	figured with 2 usable wheelchair positions.  The configurations shall
	

	be; 1) 6 ambulatory and no wheel chair location 2) 5 ambul-
	

	atory and 1 wheelchair location 3) 4 ambulatory and 2  
	

	Wheelchair locations.  A ramp shall be included to provide
	

	Accessibility to wheelchair passengers.
	

	Request for Quote Number:
	

	Requisition Number:
	


BASIC REQUIREMENTS

	SPECIFICATIONS

Manufacturer:

Model:

Part #:

OR

APPROVED EQUAL
	Bidder’s Response (Equal to Requirement):

	
	Manufacturer:
	

	
	Brand:
	

	
	Model:
	

	
	

	WHEEL BASE:  119 inches minimum                           
	

	ENGINE:  six (6) cylinder gasoline engine Size compatible with specified 
	

	passenger capacity and transmission.
	

	
	

	                                   OR
	

	
	

	GDOT APPROVED EQUAL
	

	
	

	CHASSIS MUST INCLUDE THE FOLLOWING:
	

	
	

	TRANSMISSION: Standard automatic transmission
	

	
	

	STEERING: Power Steering
	

	
	

	BRAKES:  Power, Front Disk/Rear Drum, Antilock Brake System
	

	If available from the Original Equipment Manufacturer (OEM)
	

	
	

	TIRES:  Tire size must be compatible with each vehicle and each
	

	Vehicle’s GVWR.  Tires shall be steel belted radial all season type tires
	

	(must be approved and identified for use as mud and snow tires).
	

	Spare wheel and tire mounted on each vehicle at an accessible location.
	

	
	

	FUEL SYSTEM:  Total fuel tank capacity shall be a minimum of 
	

	15 U.S. gallons.
	

	
	

	ELECTRICAL: 90 amp alternator
	

	                         12 volt maintenance free battery
	

	                         500 CCA at zero degrees Fahrenheit.
	

	
	

	FRONT AXLE: 2400 lb. minimum capacity
	

	
	

	REAR AXLE: 2600 lb. minimum capacity
	

	
	

	BODY STRUCTURE: the entire body-frame under-structure of each
	

	Vehicle is to be fully undercoated with high quality material.
	

	Roof gutters shall be installed over all windows and doors per OEM design
	

	Front and rear bumpers shall be provided.
	

	At locations where the lowered floor is installed, it shall be properly braced
	

	And reinforced to allow the structural integrity of the vehicle to remain intact.
	


	Request for Quote Number:
	

	Requisition Number:
	


BASIC REQUIREMENTS

	SPECIFICATIONS

Manufacturer:

Model:

Part #:

OR

APPROVED EQUAL
	Bidder’s Response (Equal to Requirement):

	
	Manufacturer:
	

	
	Brand:
	

	
	Model:
	

	
	

	MODIFICATIONS:  All welds shall be made in a workmanship
	

	manner, properly fused of ample penetration, and shall, on all 
	

	surfaces where practicable, be smoothly finished.  Intermittent or spot
	

	welds shall be so spaced and proportioned as to provide ample strength
	

	for the purpose.  All welded joints shall be cleaned and primed.  All welds
	

	shall be relatively free of slag inclusions, undercut, roll, blowholes,
	

	unfilled craters, improper fit-up and porosity.  Fillet weld sizes shall 
	

	be at least equal to the thickness of the least of the joint plates.
	

	All windows shall be free of any defects due to welding slag or 
	

	assembly damage.
	

	The lowered floor and lowered floor frame attachment to the vehicle
	

	shall be made by welds only.  No riveting or bolting of the lower 
	

	floor or any of the structural members to the vehicle shall be deemed
	

	adequate.  Lower floor frame members shall be designed and engin-
	

	eered for strength and safety of wheelchair occupants.
	

	If a lower floor is provided on each vehicle, it shall be designed to
	

	the highest possible quality of construction.  Each vehicle shall be 
	

	reinforced such that the structural integrity of the basic van is not 
	

	Degraded.  Ground clearance shall be no less than 5 inches. 
	

	Any wiring spliced into the factory wiring harness must have 
	

	soldered  connections and be fully insulated.  No butt connectors
	

	shall be used in any of the factory spliced wiring.
	

	
	

	FLOOR:  the floor shall be made of metal, properly insulated, securely
	

	Welded to steel chassis or body and covered with commercial heavy
	

	duty transit flooring. All edges shall be properly sealed to prevent
	

	Entrance of moisture that could cause bulging, material failure.
	

	Floor covering shall be OEM spec. carpet smooth and at least 1/8
	

	Inch in all non wheelchair areas.  A non-skid 1/8 inch thick com-
	

	mercial grade flooring shall be used in the lowered floor wheelchair
	

	areas.  All step edges, thresholds and the boarding edge of ramps or 
	

	lift platforms shall have a band of color(s) running the full width of
	

	the step or edge which contrasts from the from the step tread and 
	

	riser, or lift or ramp surface, either light-on-dark or dark-on-light.
	

	All joints shall be the butt type.  Floor covering shall be cemented
	

	and rolled to the floor to prevent bubbles or blisters which could 
	

	create a safety hazard.
	

	
	

	
	


	Request for Quote Number:
	

	Requisition Number:
	


BASIC REQUIREMENTS

	SPECIFICATIONS

Manufacturer:

Model:

Part #:

OR

APPROVED EQUAL
	Bidder’s Response (Equal to Requirement):

	
	Manufacturer:
	

	
	Brand:
	

	
	Model:
	

	
	

	WINDSHIELD WIPERS:  two heavy duty electric two-speed wind-
	

	Shield wipers with intermittent feature controlled by switch shall be furnish-
	

	ed.  Windshield washer is to be included, with a reservoir easily access-
	

	Ible for filling.
	

	
	

	SEATING:  Upholstery Vinyl fully padded construction and color-
	

	coordinated interior and exterior colors.
	

	
	

	
	

	Seat covering and padding material shall meet the burn resistance
	

	Requirements of FMVSS 302.
	

	Each passenger, including the driver and any wheelchair passengers,
	

	shall be provided with an individual seat belt with shoulder harness.  
	

	Seat belts shall comply with FMVSS 209.  Belts will be of sufficient  length
	

	to accommodate adult passenger.
	

	
	

	Seat anchorage shall comply with FMVSS 207
	

	
	

	All seats shall be mounted to facilitate the placement and usage of wheel-
	

	chair locations.
	

	
	

	PASSENGER ENTRANCE:  Each vehicle shall be equipped with a 
	

	Manually operated conventional rear or side entrance door.  The door 
	

	shall be an OEM factory door or “hatch” equipped with a window. 
	

	
	

	For vehicles of 22 feet in length or less, the overhead clearance
	

	between the top of the door opening and the highest point of a ramp shall
	

	be a minimum of 56 inches.  The lowered floor shall be a minimum of 31 
	

	 Inches wide. 
	

	
	

	When door is fully opened, the door shall be firmly held in the open 
	

	position  by the OEM factory door props to prevent unexpected door 
	

	closure.
	

	
	

	Door shall be equipped with a heavy-duty lock and shall not rattle in the 
	

	closed position and shall have durable, installed weather seals to prevent
	

	the entrance of air, water and other elements.
	

	
	


	Request for Quote Number:
	

	Requisition Number:
	


BASIC REQUIREMENTS

	SPECIFICATIONS

Manufacturer:

Model:

Part #:

OR

APPROVED EQUAL
	Bidder’s Response (Equal to Requirement):

	
	Manufacturer:
	

	
	Brand:
	

	
	Model:
	

	
	

	WHEELCHAIR RESTRAINT:  wheelchair lockdown device
	

	Will consist of a four point tie-down system and a three point 
	

	shoulder restraint belt  Sur-Lock Retraktor model FE 612-4C or 
	

	approved equal.  When the wheel chair space is not being
	

	used there shall be a replacement and/or fold down seat available for use
	

	By non-wheelchair occupant passengers.  This seat should be of equal
	

	Quality and structure of regular seating and have proper seat belts.
	

	
	

	FIRST AID KIT: A first aid kit (minimum 10 units) shall be 
	

	Furnished and securely mounted in an accessible location
	

	To the driver.
	

	
	

	BIOHAZARD CLEANUP KIT (SPILL KIT):  A Biohazard
	

	Cleanup Kit shall be furnished and securely mounted in
	

	in the front interior of each vehicle.  The Kit shall contain
	

	the following:
	

	
	

	         Disposable latex or vinyl gloves (minimum of two pair)
	

	
	

	         One pair of puncture resistant utility gloves
	

	
	

	         Paper Towels
	

	
	

	         Dust Pan and Brush
	

	
	

	         Pair of Tongs (for picking up sharps)
	

	
	

	         Disinfectant Spray or Foam that is effective on the 
	

	         HIV-1 and Mycobacterium Tuberculosis (TB)
	

	
	

	         Plastic Trash Bags (2), fluorescent orange-red or red
	

	         bags with biohazard symbol printed in red and the 
	

	         word BIOHAZARD printed in a contrasting color
	

	
	

	         Solidifying Powder or other substance that will turn a
	

	         Liquid spill into a gummy spill that can be removed
	

	
	

	         Face Masks that cover the mouth and nose to prevent
	

	Splashes to the mucous membranes
	

	
	


	Request for Quote Number:
	

	Requisition Number:
	


BASIC REQUIREMENTS

	SPECIFICATIONS

Manufacturer:

Model:

Part #:

OR

APPROVED EQUAL
	Bidder’s Response (Equal to Requirement):

	
	Manufacturer:
	

	
	Brand:
	

	
	Model:
	

	
	

	       Eye Protectors with side protectors or Goggles that fit
	

	       Against the face around the eyes
	

	
	

	       Antiseptic Hand Wipes (also known as waterless soap)
	

	       to clean hands after removal of gloves
	

	
	

	       A Container for Sharps that is sealable, leak proof, 
	

	       Puncture resistant and cleanable
	

	
	

	       Latex Shoe Covers
	

	
	

	SEAT BELT CUTTER:  A seat belt cutter shall be installed
	

	Near to and easily accessible to the driver and it must be
	

	Clearly visible.
	

	
	

	BACK UP ALARM: A backup alarm shall be installed to 
	

	Sound when vehicle is in reverse.
	

	
	

	FIRE EXTINGUISHER: Shall be of the dry chemical type,
	

	Minimum 5-pound capacity and mounted within vehicle.
	

	
	

	DOOR ALARM: A door alarm which will be activated when 
	

	the side passenger and rear doors are ajar.
	

	
	

	BODY SPECIFICATIONS:
	

	
	

	EXTERIOR COLOR:  All painted exterior surfaces shall be
	

	White or DOT approved equal.
	

	
	

	INTERIOR COVERING AND COLORS: All interior sur-
	

	faces which require painting shall be painted the same
	

	color.  This includes the exposed interior metal surfaces, if
	

	any, of the side and rear doors.  The interior color shall be
	

	color keyed to each vehicle’s exterior color and shall har-
	

	monize with the color of the roof liner and any side paneling 
	

	or other covering.
	

	
	

	
	

	
	


	Request for Quote Number:
	

	Requisition Number:
	


BASIC REQUIREMENTS

	SPECIFICATIONS

Manufacturer:

Model:

Part #:

OR

APPROVED EQUAL
	Bidder’s Response (Equal to Requirement):

	
	Manufacturer:
	

	
	Brand:
	

	
	Model:
	

	
	

	WHEELCHAIR RAMP:  The wheelchair ramp shall be a 
	

	fold down type, permanently attached to the lowered floor
	

	with hinges to facilitate easy deployment.  The ramp shall 
	

	not obscure any part of the window or impede visibility in 
	

	any other way. 
	

	The ramp shall provide a smooth and straight inclined 
	

	surface from the ground to the van floor level.  The ramp  
	

	shall allow a wheelchair containing a handicapped person  
	

	to be pushed from the ground level into each van or rolled
	

	out of each van down to ground level.  Protective edge 
	

	flanges shall be provided on the ramp to prevent the 
	

	wheels of a wheelchair from rolling off the edge of the  
	

	ramp.  No center steps or toe-cleats will be allowed.  The
	

	ramp shall be continuous and slip resistant; shall not have 
	

	protrusions from the surface greater than ¼ inch high;  
	

	shall have a clear width of 30 inches; and shall accom-
	

	modate both four-wheel and three-wheel mobility aids.
	

	The ramp shall be constructed of diamond plate aluminum
	

	and covered with non-slip flooring.  Ramps 30 inches or 
	

	longer shall support a load of 600 pounds, placed at the 
	

	center of the ramp distributed over an area of 26 inches,
	

	With safety factor of at least 3 based on the ultimate 
	

	strength of the material.
	

	The transition from roadway or sidewalk and the transition 
	

	from vehicle floor to the ramp may be vertical without edge
	

	treatment up to ¼ inch.  Changes in level between ¼ inch
	

	and ½ inch shall be beveled with a slope no greater than 
	

	1:2.
	

	Each side of the ramp will have barriers at least 2 inches
	

	high to prevent mobility aid wheels from slipping off.
	

	When in use for boarding or alighting, a ramp shall be firmly
	

	attached to each vehicle so that it is not subject to displace-
	

	ment when loading or unloading a heavy power mobility aid
	

	and that no gap between vehicle and ramp exceeds 5/8 
	

	Inch.
	

	
	

	AIR CONDITIONING:  Heaviest duty Original Equipment 
	

	Manufacturer (OEM) air conditioning which consists of a 
	

	dash mounted unit. 
	


	Request for Quote Number:
	

	Requisition Number:
	


BASIC REQUIREMENTS

	SPECIFICATIONS

Manufacturer:

Model:

Part #:

OR

APPROVED EQUAL
	Bidder’s Response (Equal to Requirement):

	
	Manufacturer:
	

	
	Brand:
	

	
	Model:
	

	
	

	DEFROSTER:  A front and rear defroster shall be provided.  
	

	However, if rear cargo doors are provided, rear defroster(s)
	

	are not required.
	

	
	

	WINDOWS:  All around windows, tinted.
	

	
	

	UNDERCOATING:  The entire underside of the vehicle 
	

	body, including the undersides of the fenders, shall be 
	

	Coated with a fire resistant asphalt base, or equivalent, 
	

	undercoating material applied by spray method in order to 
	

	seal, deaden sound, insulate, and prevent oxidation.
	

	
	

	VEHICLE LETTERING:  The standard lettering for the 
	

	vehicle shall consist of 6” and 3” Helvetica medium, 
	

	reflective blue in color, engineering grade vinyl.  The 
	

	amount of lettering will vary per vehicle.  Bidders shall indi-
	

	cate the cost of installing both 6” and 3” lettering.  All letter- 
	

	ing must be approved by GDOT prior to installation.
	

	
	

	STEPWELL/DOORWAY ILLUMINATION:  Any step-well
	

	Immediately adjacent to the driver shall have when the door
	

	is open, at least 2 foot-candles of illumination measured on 
	

	the step tread or lift platform. 
	

	Other step-wells and doorways, including doorways in 
	

	which lifts or ramps are installed, shall have, at all times,
	

	2 foot-candles of illumination measured on the step tread,
	

	or lift or ramp, when deployed at the vehicle floor level.  
	

	The vehicle doorways, including doorways in which lifts or 
	

	ramps are installed, shall have outside light(s) which, 
	

	when the door is open is open,  provided at least 1 foot-
	

	candle of  illumination on the street for a distance of 3 feet
	

	perpendicular to all points on the bottom step tread outer
	

	edge.  Such light(s) shall be located below window level   
	

	and shielded to protect the eyes of entering and exiting  
	

	passengers.
	

	
	

	MANUALS:  One operating manual to be provided for 
	

	each vehicle.
	

	
	


	Request for Quote Number:
	

	Requisition Number:
	


BASIC REQUIREMENTS

	SPECIFICATIONS

Manufacturer:

Model:

Part #:

OR

APPROVED EQUAL
	Bidder’s Response (Equal to Requirement):

	
	Manufacturer:
	

	
	Brand:
	

	
	Model:
	

	
	

	WARRANTY/SERVICE:
	

	The manufacturer shall state the terms and conditions of 
	

	the vehicle warranty.  Warranty shall be the standard man-   
	

	facturer’s warranty.  No extended warranty shall be pur-
	

	chased.  In no case shall the warranty be less than 36 
	

	months or 36,000 miles on the mechanical components of 
	

	the vehicle.  Any and all materials, specialties, equipment 
	

	or accessories that prove defective in normal operation 
	

	within the above shall be replaced or repaired by the 
	

	manufacturer free of any and all cost to the vehicle 
	

	operator, including material, labor and transportation cost.  
	

	Warranty replacement and /or repairs shall be furnished 
	

	promptly by  Successful bidder, not to exceed thirty (30) 
	

	days.  The bidder shall provide written assurance with the 
	

	bid package  regarding warranty service and repairs.   
	

	
	

	Bidder must provide a warranty repair center and ongoing
	

	service facility in the Atlanta area and be able to service 
	

	and perform warranty work related to body equipment other
	

	than chassis supplied (i.e. -  add on air conditioning 
	

	Systems, etc.).
	

	
	

	MANUALS – One operating manual for the vehicle and one 
	

	operating manual for the ramp shall be provided for each 
	

	vehicle delivered.
	

	
	

	
	

	
	

	Notes:  1. All wheelchair equipment shall meet the require-
	

	ments of Part 38, Federal Register Vol. 56, No. 173, 
	

	Department of Transportation Part IV – Americans with
	

	Disabilities Act (ADA).  Requirements of ADA shall 
	

	Supersede these spec.
	

	2.  All wheelchairs will be forward facing.
	

	3.  A storage container (Sur-Lock storage pouch 
	

	acceptable) shall be provided and secured to store the tie-
	

	downs when not in use.
	


	Request for Quote Number:
	

	Requisition Number:
	


BASIC REQUIREMENTS

	SPECIFICATIONS

Manufacturer:

Model:

Part #:

OR

APPROVED EQUAL
	Bidder’s Response (Equal to Requirement):

	
	Manufacturer:
	

	
	Brand:
	

	
	Model:
	

	
	

	
	

	This Bid is Open to all vendors and all brands of vehicles.
	

	The award of this bid will be BASED ON:
	

	
	

	PRICE:  Bidders must enter Bid Prices for a)FOB-Metro
	

	Atlanta (Fulton, Dekalb, Clayton, Cobb and Gwinnett
	

	Counties); b) FOB-Dealer’s Location; and c)Cost per mile
	

	for delivery to agency destination outside of Metro Atlanta.
	

	The “F.O.B. Dealer Price” will be utilized for the determina-
	

	tion of the low bidder for each line item.  Additionally, eval- 
	

	uation on alternative fuel vehicles will be based on the 
	

	lowest bid received per line item.  Any bidder located out-
	

	side the State of Georgia must use as their FOB Dealer  
	

	Location Price a price, which will provide for delivery
	

	within the lines of the State of Georgia.  The bidder must
	

	indicate the location within the State of Georgia that is 
	

	being used as their FOB Dealer Location.  All other portions
	

	of the Price Schedule must be completed as requested.
	

	VEHICLE DELIVERY:  The vehicles shall be delivered 
	

	Within ninety (90) days after receipt of purchase order.
	

	SPECIFICATIONS:  The vehicles shall meet the bid
	

	specifications.
	

	CERTIFICATIONS:  Certifications of required State and 
	

	Federal regulations must be included in bid response.
	

	
	

	VCR Training Tape - 
	

	Provide one VCR training tape for each vehicle equipped 
	

	with a wheelchair ramp.  The tape shall provide training for 
	

	the proper use of wheelchair tie-down devises and  
	

	Proper securement of wheelchair patrons.
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


	Request for Quote Number:
	

	Requisition Number:
	


BASIC REQUIREMENTS

	SPECIFICATIONS

Manufacturer:

Model:

Part #:

OR

APPROVED EQUAL
	Bidder’s Response (Equal to Requirement):

	
	Manufacturer:
	

	
	Brand:
	

	
	Model:
	

	
	

	
	

	DOCUMENTS:
	

	
	

	The MSO (Certificate of Origin) and the MV1 (Tag and Title
	

	Application) must be completed at the time of delivery.  The
	

	Vehicle shall be titled to the Local Government with 
	

	Georgia Department of Transportation shown as First Lien Holder.
	

	Invoices shall be made to the Georgia Department of 
	

	Transportation based on the State Purchase Order.  Pay-
	

	ment will be within thirty (30) days after the delivery of the  
	

	(date the Local Government picks up the vehicle).
	

	
	

	REQUIRED CERTIFICATIONS:
	

	
	

	Vendor must submit with bid all required certifications in
	

	accordance with FTA Master Agreement (FTA MA-10)
	

	as per attached.  These include Buy America, Lobbying,
	

	Debarment, DBE, ADA, and FMVSS, Bus Testing Certi-
	

	fications.
	

	(Only bids with attached Certifications will be 
	

	accepted).
	

	
	

	Buy America – Buy America certificate in accordance
	

	with the regulations of 49 CFR 661.6 or 661.12, as  
	

	appropriate.  Bidder to provide signed certification (see 
	

	form attached) and provide the following components:
	

	
	

	1-list of actural components and sub components, their
	

	Manufacturer, origin and cost.
	

	2-the actural domestic content of the vehicles based on the
	

	manufacturers list
	

	3-the proposed final assembly location and list of final 
	

	assembly activities.
	

	4-provide sample FMVSS certification.
	

	
	

	Lobbying – Certification in accordance with the regulation
	

	31 U.S.C. 1352 as amended by the Lobbying Disclosure
	

	Act of 1995.  Bidder to attach lobbying certification with
	

	bids that exceed $100,000 (see form attached).
	


	Request for Quote Number:
	

	Requisition Number:
	


BASIC REQUIREMENTS

	SPECIFICATIONS

Manufacturer:

Model:

Part #:

OR

APPROVED EQUAL
	Bidder’s Response (Equal to Requirement):

	
	Manufacturer:
	

	
	Brand:
	

	
	Model:
	

	
	

	
	

	Debarment – Provide certification that the requirements of
	

	Debarment have been met (see form attached).
	

	
	

	DBE – Provide a DBE Certificate meeting requirement of
	

	49 CFR Part 23.67, and bid specifications (see form 
	

	Attached). 
	

	
	

	ADA – Provide ADA certificate meeting the requirements
	

	of part 38, Federal Register Vol.56, No 173 Department of
	

	Transportation Part IV-Americans with Disabilies Act (ADA)
	

	(see form attached).
	

	
	

	Federal Motor Vehicle Safety Standard – Written certi-
	

	fication the the vehicle complies with all FMVSS (bidder to  
	

	submiti that the vehicle complies with all FMVSS (bidder to 
	

	submit sample of proposed FMVSS sticker with bid pack-
	

	age) or a manufacturer’s certified statement that the con-
	

	tracted vehicles will not be subject to FMVSS regulations.
	

	A FMVSS sticker must be affixed to each contracted 
	

	Vehicle upon delivery.
	

	
	

	Bus Testing Certifications – The Bidder (Manufacturer)
	

	agrees to comply with 49 U.S.C. 5323(c) and FTA’s 
	

	implementing regulation at 49 CFR Part 665.  Provide 
	

	Certification that vehicle has been Altoona Bus Tested 
	

	(see form attached) and provide a copy of the Altoona Test
	

	Report .  If testing is not required, attach appropriate documentation.
	

	
	

	OPTIONAL EQUIPMENT:
	

	
	

	All optional equipment not identified but normally available
	

	to commercial accounts shall also be available to the State
	

	of Georgia at the dealer’s wholesale price.
	

	
	

	
	

	
	

	
	

	
	


BID PRICE PER VEHICLE

_______________________            ________

___________

____________

(Make)




       (Fuel)

(Price per Veh.)

(Delivery Days)
Attachment I
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