

NJPA National Transit Bus Solicitation 
Specification For: STANDARD VAN (15 PASSENGER)

SPECIAL NOTE: Bidders should request exceptions, approved equals and/or document any deviations from the specifications.  A copy of Form CER 6 located in Appendix 6 will be submitted with each bus bid regardless if it is an FTA bus or not.
If your bid is for a vehicle that does not appear in the line item listing, the vehicle specifications and any supporting data (i.e. Test, Performance etc.) Preferably the data is from an independent source.
Specifications

The vehicle shall be a current model under standard production by the chassis manufacturer. 
The following shall indicate minimum requirements.  All parts, accessories, equipment, and safety features considered standard, whether mentioned or not, shall be considered as required.  The bidder and/or vehicle shall comply with all applicable Federal Motor Vehicle Safety and Environmental Standards, Americans with Disabilities Act (ADA), Buy America, Disadvantaged Business Enterprise (DBE), Altoona Bus Testing, Lobbying, Debarment, and FTA Master Agreement 14 and Bid Specifications. 
BASIC VEHICLE: FORD, E31 Econoline,  Chevrolet Express 3500 or approved equal.  Total weights shall be in compliance with manufacturer’s weight restrictions.  The wheelbase will be no less than 138 inches with extended body.  The engine will be no less than a V-8 gasoline with engine oil cooler or GDOT approved equal.
Vehicle must have as an automatic transmission, heavy duty to meet needs of vehicle. OEM transmission cooler shall be provided and shall be rear-wheel driven.  Vehicle shall have power steering, with tilt steering and cruise control.  It shall have a four-wheel antilock braking system.  The alternator will provide twelve volts, heavy duty maximum AMP hour capacity as supplied by the chassis manufacturer.  The oil filter shall be a spin-on throw away type.  The antifreeze shall be permanent type to 28 degrees Fahrenheit below zero.  The cooling system shall consist of a heavy-duty radiator.  The cooling system shall also be equipped with coolant recovery kit which is factory installed and front integral.  Tires shall be steel belted radial, LT 245/75R16E BSW all season tires (at least a ten-ply rating and shall be properly balanced and aligned).  The spare/tire and wheel shall be full size and be mounted under the vehicle.  The jack shall be of the best quality and have adequate capacity to raise a loaded vehicle and be the type that will allow for easy removal of wheel and tire from the raised vehicle.  The wheel wrench shall be a high quality tool of sufficient length to permit removal of wheels. The vehicle shall be equipped with the largest capacity fuel tank available.  Each vehicle shall be delivered with a full tank of gas.  This includes the per-delivery inspection.  The horns shall be dual electric horns.  The rear axle shall have limited slip or GDOT approved equal. Vehicle shall have heavy-duty suspension shock absorbers installed on both front and rear of the chassis.  Vehicle shall have heavy-duty springs.  Vehicle shall have windows all around and tented where available. A front and rear heater shall be supplied with the maximum BTU rating available and front and rear vents.  Air Conditioning shall be manufacturer installed and the maximum duty available both front and rear.  Driver’s side airbag, engine cover console and service light under the hood shall be OEM.   Each vehicle shall be equipped with an OEM back-up warning device that is readily audible outside each vehicle when the transmission is in reverse. The warning device shall be mounted in the rear of each vehicle.  

A heavy duty transit step shall be installed.  The step shall provide maximum strength and safety for boarding and deboarding the vehicle.  The step shall be approximately 12 inches wide and installed on the passenger side and tailored to fit between the front and rear wheel wells.  Another step shall be installed on the driver side and tailored to fit below the driver’s door and securely fastened to the vehicle.  These steps shall be constructed of welded non-slip aluminum and shall be securely fastened to the van body and frame using stainless steel bolts, washers and lock nuts.  The passenger step shall be mounted with a minimum of four (4) steel support braces.  The DOT will inspect the first van prior to the installation of the remaining steps.

  The vehicle shall be equipped with the following instruments and gauges.  Lights, in lieu of gauges, are NOT acceptable except as noted:
1. Speedometer
2.  Odometer, which will give accrued mileage
3.  Gauges: ammeter and oil pressure 
4.  Fuel gauge
5.  High beam headlamp indicator (light acceptable)
6.  Switches and controls for heater, defroster, air- conditioner to be controlled by driver for            passenger compartment.
7.  Variable-speed, intermittent wiper control and windshield washer
8.  OEM AM/FM radio with digital clock.
9.  Driver's sun visor
10. Inside rear view mirror 
11. Outside low-mount rear view mirrors (left and right)
All painted exterior surfaces shall be manufacturer’s standard white color.  The interior color shall be color-keyed to the van’s exterior color. The rubber flooring shall be black.  

Seating shall be compliant with FMVSS 208.  The passenger seating shall be of fully padded construction with heavy-duty transportation grade vinyl covering.   The seat color shall be color-keyed to the van’s exterior color and shall harmonize with the side paneling.  See attached diagram for seating floor plan.

The interior walls and headliner shall meet the requirements of FMVSS 302. All interior panels, materials and treatments shall be flame retardant and treated to be easily cleaned. The floor covering shall be transit quality rubber. Color of flooring shall be black. All flooring shall be slip resistant. All seating shall meet or exceed the Federal Motor Vehicle Safety Standard No. 208.
The seatbelts shall be color coded to match the seats. Seat belts (including  driver’s seat) shall meet all FMVSS requirements including No. 208.  Lights shall operate with or without engine running.  The vehicle’s front and rear heaters shall be factory installed with maximum BTU rating available.  The front and rear air conditioning shall be the maximum duty available.  

The standard lettering for the vehicle shall consist of 6” and 3” Helvetica medium, reflective blue in color, engineering grade vinyl.  The amount of lettering will vary per vehicle.  Bidders shall indicate the cost per letter and character to include installation cost for the 6” and 3” lettering. 
All vehicles shall have the OEM rear doors with windows.  

All vehicles must comply with FMVSS requirements.
A dry chemical fire extinguisher (ABC) type, with a minimum 5-pound capacity shall be furnished and securely mounted in an easily accessible position to the driver, but remain out of the way of entering and exiting passengers. A Biohazard Cleanup Kit shall be furnished and securely mounted in each vehicle. The Kit shall contain the following:
· Disposable latex or vinyl gloves (minimum of two pair)
· One pair of puncture resistant utility gloves
· Paper Towels
· Pair of Tongs (for picking up sharps)
· Disinfectant Spray or Foam that is effective on the HIV-1 and Mycobacterium Tuberculosis (TB)
· Plastic Trash Bags (2), fluorescent orange-red or red bags with biohazard symbol printed in red and the word BIOHAZARD printed in a contrasting color
· Solidifying Powder or other substance that will turn a liquid spill into a gummy spill that can be removed
· Face Masks that cover the mouth and nose to prevent splashes to the mucous membranes
· Eye Protectors with side protectors or Goggles that fit against the face around the eyes
· Antiseptic Hand Wipes (also known as waterless soap) to clean hands after removal of gloves
· A Container for Sharps that is sealable, leak proof, puncture resistant and cleanable
· Latex Shoe Covers
A first aid kit (minimum 10 units) shall be furnished and securely mounted in an accessible location to the driver.  Three (3) portable warning reflectors shall be furnished and mounted in the rear of the vehicle. A seat belt cutter shall be provided and mounted near the driver seat. It must be visible and easily accessible. A backup alarm shall be installed to sound when vehicle is in reverse.  
The rust proofing and undercoating should be applied if available. 

Contractor shall provide the standard manufacturer’s warranty.  No extended warranty shall be purchased.  The manufacturer shall state the terms and conditions of the vehicle warranty.  In no case shall the warranty be less than 12 months or 12,000 miles on the mechanical components of the vehicle.  The manufacturer shall provide a warranty repair center and ongoing service facility in the Atlanta area.  Any and all materials, specialties, equipment or accessories that prove defective in normal operation within the above shall be replaced or repaired by the manufacturer free of any and all cost to the vehicle operator, including material, labor and transportation costs.  Warranty replacement and/or repairs shall be furnished promptly by the successful bidder, not to exceed thirty (30) days.  The bidder shall provide written assurance with the bid package regarding warranty service and repairs.  
Contractor shall provide one operating manual for the vehicle.
Bidder must show evidence that the vehicle and associated equipment meet the specifications.  A demonstration may be required. The original invoice, MSO (Certificate of Origin) and the MV1 (Tag and Title Application) must be completed and presented to GDOT at the time of delivery.  The vehicle shall be titled to the Local Agency with the Georgia Department of Transportation shown as First Lien Holder. The Contractor will request appropriate names and addresses from GDOT prior to vehicle delivery. 

Vendor must submit with bid all required certifications in accordance with FTA Master Agreement (www.fta.dot.gov/documents/Master.pdf).  These include but are not limited to; Buy America, DBE, ADA, Lobbying, Debarment, and FMVSS.  Only bids with attached Certifications will be accepted.
Buy America - Buy America certificate in accordance with the regulations of 49 CFR 661.6 or 661.12, as appropriate. Bidder to provide signed certification (see form attached) and provide the following components:
1. manufacturer’s list of actual components and sub components, their manufacturer, origin, and cost.
2. the actual domestic content of the vehicles based on the manufacturer’s list
3. the proposed final assembly location and list of final assembly activities
4. provide sample FMVSS certification.
Lobbying - Certification in accordance with the regulations 31 U.S.C. 1352 as amended by the Lobbying Disclosure Act of 1995. Bidder to attach lobbying certification with bids (see form attached).
Debarment - Provide certification that the requirements of Debarment have been met (see form attached).
DBE - Provide a DBE Certificate meeting requirements of 49 CFR Part 23.67, and bid specifications (see form attached).
ADA - Provide ADA certificate meeting the requirements of part 38, Federal Register Vol. 56, No. 173, Department of Transportation Part IV-Americans with Disabilities Act (ADA) (see form attached). 
Bus Testing – Provide certification that vehicle has been Altoona Bus Tested (see form attached) and provide a copy of the Altoona Test Report. If testing is not required, attach appropriate documentation.
Federal Motor Vehicle Safety Standards - Written certification that the vehicle complies with all FMVSS (bidder to submit sample of proposed FMVSS sticker with bid package) or a manufacturer’s certified statement that the contracted vehicles will not be subject to FMVSS regulations.
If contracted vehicles are subject to FMVSS regulations, a FMVSS sticker must be affixed to each vehicle upon delivery.

Contractor shall provide vehicle service general information listed below and shall be submitted with the bid package.
1. Give location(s) for Vehicle Service and/or Warranty Repairs:
2. Does the bidder own or operate a service facility in Georgia?  If yes, give name and address:
3. How many mechanics?
4. How many square feet:
5. Are parts available at this facility?
6. What is the local parts inventory value?
7. Give your Georgia "800" Toll Free number:
8. Person to Contact:
9. Phone Number: (If 800 number not available)
OPTIONAL EQUIPMENT:
All optional equipment not identified but normally available to commercial accounts shall also be available to the State of Georgia at the dealer's wholesale price.

                                                       
______________________	  __Gasoline___	_________________		__________
         (Make)			    (Type fuel)		    (Price per Vehicle)	         (delivery days)	


		
